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Type
PD

Bulkhead Penetration -Type SPD-B

FS-Flex D

Pipe penetration with elastomer
AO - A60 Class

Area of use:
Intended for single pipe (SPD) and multiple (MPD)
pipe penetrations below or above the waterline.

Specially properties:
Movements or vibrations of the penetrating pipes
are accepted.

[Pipe dia. > 48 mm\_))gpe dia. <48 mm |
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Simple installation - no special tools required.

Changes, repairs or retrofits are made with ease.
<>t/\|>/@ Filling holes not required.

FS-Flex D is tested to IMO Resolution A.754 (18).
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Technical Data

Y

=
8 g §§ Fire rating A0 - ABO class
v = Watertightness 250 kpa (25 m W C)
= o9 without reinforcement.
b Gastightness 3000 Pa
Sound Reduction c. 50 dB
Resiliency + 1 mm, 100 Hz
i: Movements + 20% of annulus.
Moisture Protection Not required.
Technical support
[ Pipe dia. > 48mm \_ﬁpe dia. <48 mm_| Contact FireSeal for specification, approval,
certification or any further details.
Key:
1. FireStop Sealant 3000, 15 mm thk (nom.). . . .
2 Blanket D-24B. Note: Distance between pipe(s) and coaming 210 mm

3. Steel sleeve 200 mm long (min.), =4 mm wall thk, size
from 60 O.D. up -to 375 O.D. or up-to 534 x 274 mm.*
. Steel pipe from 17 O.D. up-to 273 O.D. mm.*
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5. Bulkhead plate.* . .
6. Approved sleeve insulation RW 80: Also accepted for copper pipes ranging from 15

40 thk. for sleeve < 150 O.D. mm.* up-to 108 mm O.D. Pipes to be insulated both sides
50 thk. for sleeve 2150 O.D. mm.* with RW 100, 50 mm thk. and 600 mm lenght.

7. Approved pipe insulation RW 80:

Pipe > 48,3 <219 0O.D. 50 thk. x 600 mm.*

Pipe > 219 <273 O.D. = 50 thk. x 450 mm each side.*
8. Deck plate*.
9. Division insulation to yard specification.*

sible for results where the products are use under conditions beyond our

mation we believe to be reliable. Manufacturer or seller are not respon-
control. Specifications are subject to change without notice.
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