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Area of Application
ESSVE Nut rivet is a very useful fastener that 
gives designers immense variation opportuni-
ties in product design and material selection.

Description
ESSVE Nut rivet is available in several diffe-
rent materials and with different head forms.

Installation
ESSVE Nut rivet is mounted from one side of 
the work piece, in drilled or punched holes 
that should be approx. 0.1mm larger than the 
nut rivet diameter. ESSVE Nut rivet is easy to 
it using hand tools or pneumatic tools.

Specification

Blind nut rivet aluminium, flat head
Type ALP

Specification Aluminium Bright zinc plated
Material Al Mg2 (3.3525) Hardened steel, zinc plated 5 μm 

zinc
Corrosion categories C2 C1

Pull-out force Shear stress
Aluminium Steel Aluminium Steel
kN kN kN kN

M 4 4.0 6.8 1.2 2.1
M 5 6.5 11.5 1.9 2.6
M 6 7.8 16.5 2.7 3.8
M 8 12.3 25.0 3.9 5.4
M 10 17.5 32.0 4.2 6.9
All strength data are average values and are produced from test series and rivet quantity. We recommend 
that you use these values only as a guide, since many factors other than strength values can affect the ri-
veting result. We recommend that you also test the rivet in your own application to determine the exact fun-
ction. 

Item 
no.

Dimension 
Grip
area mm

d
mm

K
mm

L
mm

dk
mm

ESSBOX 
size

Qty/
pack.

Pack./
large
pack.

67201 M4 AFM0420 0.3-2.0 6.0 0.9 10.8 10.0 204 1100 6
67203 M4 AFM0430 2.0-3.0 6.0 0.9 11.

8
10.0 204 850 6

67205 M4 AFM0440 3.0-4.0 6.0 0.9 12.
8

10.0 204 800 6

67207 M5 AFM0530 0.3-3.0 7.0 1.0 13.
0

11.
0

204 650 6

67209 M5 AFM0540 3.0-4.0 7.0 1.0 14.
0

11.
0

204 550 6

67211 M6 AFM0630 0.5-3.0 9.0 1.6 16.
0

13.
0

304 550 4

67213 M6 AFM0645 3.0-4.5 9.0 1.6 17.5 13.
0

304 450 4

67215 M8 AFM0830 0.5-3.0 11.
0

1.6 18.
5

16.
0

304 300 4

67217 M8 AFM0855 3.0-5.5 11.
0

1.6 21.
5

16.
0

304 300 4

67220 M10 AFM1030 1.0-3.0 13.
0

2.0 22.
5

19.
0

304 200 4

67222 M10 AFM01045 3.0-4.5 13.
0

2.0 24.
0

19.
0

304 175 4


