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Area of Application
ESSVE Clout nail is intended for roofing felt 
and asphalt board, etc outdoors where there 
are demands on corrosion protection. Longer 

dimensions are suitable for nailing e.g. boards 
and drywall.

Specification

Clout nail, HDG

Small package

Surface treatment Hot dip galvanized (HDG)
Head Flat
Shaft Plain

Item no.

Dimension
d x L mm ESSBOX

size
Qty/
pack.

Pack./
large
pack.

777236 2.1 x 20 203 1000 8
777237 2.1 x 20 304 2500 4
777239 2.8 x 20 203 725 8
777240 2.5 x 25 203 720 8
777241 2.5 x 25 304 1440 4
777243 2.8 x 25 203 625 8
777244 2.5 x 30 203 650 8
777245 2.5 x 35 203 550 8
777246 2.5 x 35 304 1200 4
777248 2.5 x 40 203 500 8
777250 2.8 x 30 203 490 8
777252 2.8 x 35 203 400 8
777231 2.8 x 45 304 750 4
777249 2.5 x 50 203 425 8
777232 2.8 x 55 304 650 4
777233 2.8 x 65 304 525 4
777235 2.8 x 75 304 450 4

Item no.

Dimension
d x L mm Qty/

pack.

Pack./
large
pack.

522100 2.1 x 20 100 10
522102 2.5 x 25 80 10
522104 2.5 x 25 60 10


