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Tuotetyypin yksilöllinen tunniste: 
Sandwich Panel Screw ESSVE-ST (self-drilling for steel)  
Sandwich Panel Screw ESSVE-WD (self-tapping for wood)  

   

Aiottu käyttötarkoitus (aiotut käyttötarkoitukset): 
The screws ESSVE-ST / ESSVE-WD are intended to be used for fastening 
sandwich panels to steel or timber substructures. The sandwich panel can either 
be used as wall or roof cladding or as load bearing wall and roof element. 
 
Fastening screws for sandwich panels are intended to be used in internal 
environments with corrosion class C1 in accordance with EN ISO 12944-2. 

 Valmistaja: 
ESSVE Produkter AB 
BOX 7091   
164 07 Kista 
Sweden 
 
info@essve.se 

 

Eurooppalainen arviointiasiakirja: 
EAD 330047-01-0602 

 Teknisestä arvioinnista vastaava laitos: 
INSTYTUT TECHNIKI BUDOWLANEJ (ITB) 

 

Eurooppalainen tekninen arviointi: 
ETA-17/0079 (issued on 2020-03-27) 

 Ilmoitettu laitos/ilmoitetut laitokset: 
1488 

 

Suoritustason pysyvyyden arvioinnissa ja varmentamisessa 
käytetty järjestelmä/käytetyt järjestelmät: 
2+ 
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Ilmoitettu suoritustaso/ilmoitetut suoritustasot: 
In the ETA the component to be fastened is component I and the supporting structure is component II. Component I is always a 
sandwich panel (of varying thickness), component II has declared values for either steel or timber, as indicated by the Annex. 

    

 

ID code Article Number Material/Coating Max. drill capacity [mm] Perusominaisuudet Suoritustaso Yhdenmukaistetut tekniset eritelmät 

ESSVE-ST 
10563170, 10563172, 10563174, 10563176, 
10563178, 10563180, 10563182, 10563184, 

10563188, 10563189 
EZP 6,0 

NR, k [kN] 
VR,k [kN] 
u [mm] 

Annex 2 
(steel supporting structure) ETA-17/0079 

ESSVE-ST 
10563156, 10563158, 10563160, 10563163, 
10563164, 10563166, 10563167, 10563168, 

10563169, 10563190, 10563192 
EZP 12,0 

NR, k [kN] 
VR,k [kN] 
u [mm] 

Annex 4 
(steel supporting structure) ETA-17/0079 

ESSVE-ST 

10567070, 10567090, 10567110, 10567125, 
10567135, 10567150, 10567175, 10567186, 
10567200, 10567230, 10567250, 10567285, 

10567300 

CorrSeal 12,0 
NR, k [kN] 
VR,k [kN] 
u [mm] 

Annex 5 
(steel supporting structure) ETA-17/0079 

ESSVE-WD 10565100, 10565102, 10565104, 10565106, 
10565108, 10565110, 10565112, 10565114 RUSPERT 1,0 

NR, k [kN] 
VR,k [kN] 
u [mm] 

Annex 6 
(timber supporting structure) ETA-17/0079 

 

Edellä yksilöidyn tuotteen suoritustaso on ilmoitettujen suoritustasojen joukon mukainen. Tämä suoritustasoilmoitus on asetuksen (EU) 
N:o 305/2011 mukaisesti annettu edellä ilmoitetun valmistajan yksinomaisella vastuulla. 
 
Valmistajan puolesta allekirjoittanut: 
 

 
 

 
Viktor Bukowski 
Product Developer/Technical expert – Fasteners 

 Kista 2021-10-07 
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