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Eiropas tehniskais 
novērtējums 

(ETA) 
Paredzētais izmantojums 

Ārējais diametrs un 
(urbuma) izmērs 

[mm] 
Pants numurs 

ETA-22/0440 (2022-11-09) 

• Single anchor or anchor groups for use in structural applications 
under static or quasi-static actions in cracked and uncracked 
concrete. 

• Resistance to Fire for all dimensions and embedment depths 
• Seismic resistance C1 for certain embedment depths (see ETA 

Table 3) 

7,5(6) 

Visus produktu grupas 
numurus produktu grupā 

ietver ETA. 
10,5(8) 

12,5(10) 

 

Eiropas tehniskais 
novērtējums 

(ETA) 

Ekspluatācijas īpašību 
noturības 

novērtējuma un 
pārbaudes (AVCP) 

sistēma 

Eiropas novērtējuma dokuments Tehniskā novērtējuma iestāde 
(TAB) 

Paziņotā(-ās) 
iestāde(-es) 

(NB) 

ETA-22/0440 (2022-11-09) 1 EAD 330232-01-0601, (2021-05) Deutsches Institut für Bautechnik (DIBt) 2873 (FPC) 

 
  

Unikālais izstrādājuma tipa identifikācijas numurs: 
ESSVE Betona skrūve EUS2 A4 
ESSVE Betona skrūve EUS2 HCR 

Ražotājs: 
ESSVE Produkter AB 
BOX 7091   
164 07 Kista 
Sweden 
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Eiropas tehniskais 
novērtējums 

(ETA) 
Būtiskie raksturlielumi Ekspluatācijas īpašības 

ETA-22/0440 (2022-11-09) 

Characteristic resistance to tension load (static and quasi-static 
loading) 

ETA-22/0440 Annex B4, Annex C1, Annex C2 

Characteristic resistance to shear load (static and quasi-static 
loading) 

ETA-22/0440 Annex C1, Annex C2 

Displacements (static and quasi-static loading) ETA-22/0440 Annex C5 

Characteristic resistance and displacements for seismic 
performance category C1 

ETA-22/0440 Annex C3 

Reaction to fire Class A1 

Resistance to fire ETA-22/0440 Annex C4 

Durability ETA-22/0440 Annex B1 

 
Iepriekš norādītā izstrādājuma ekspluatācijas īpašības atbilst deklarēto ekspluatācijas īpašību kopumam. Šī ekspluatācijas īpašību 
deklarācija izdota saskaņā ar Regulu (ES) Nr. 305/2011, un par to ir atbildīgs vienīgi iepriekš norādītais ražotājs. 
 
Parakstīts ražotāja vārdā: 
 
 
 
Viktor Bukowski 
Product Manager – Concrete Fasteners 

  
Kista 2023-08-07 

 
 
 
 
 
 
 
 
 

[ETA attached as an appendix] 
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European Technical 
Assessment  

ETA-22/0440 
of 9 November 2022  

 
English translation prepared by DIBt - Original version in German language 
 
General Part 
 
Technical Assessment Body issuing the 
European Technical Assessment:  

Deutsches Institut für Bautechnik 

Trade name of the construction product  ESSVE concrete screw EUS2 A4, EUS2 HCR  

Product family 
to which the construction product belongs  

Mechanical fasteners for use in concrete  

Manufacturer ESSVE Produkter AB 
Esbogatan 14 
164 74 KISTA 
SCHWEDEN  

Manufacturing plant ESSVE Plant no. 676 
  

This European Technical Assessment 
contains 

19 pages including 3 annexes which form an integral part 
of this assessment 

This European Technical Assessment is 
issued in accordance with Regulation (EU) 
No 305/2011, on the basis of 

EAD 330232-01-0601, Edition 05/2021  
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The European Technical Assessment is issued by the Technical Assessment Body in its official language. 
Translations of this European Technical Assessment in other languages shall fully correspond to the 
original issued document and shall be identified as such. 

Communication of this European Technical Assessment, including transmission by electronic means, 
shall be in full. However, partial reproduction may only be made with the written consent of the issuing 
Technical Assessment Body. Any partial reproduction shall be identified as such. 

This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in 
particular pursuant to information by the Commission in accordance with Article 25(3) of Regulation 
(EU) No 305/2011. 
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Specific Part 

1 Technical description of the product 

The ESSVE concrete screw EUS2 A4, EUS2 HCR is an anchor in size 6, 8 and 10 mm made of 
stainless steel. The anchor is screwed into a predrilled cylindrical drill hole. The special thread 
of the anchor cuts an internal thread into the member while setting. The anchorage is 
characterised by mechanical interlock in the special thread.  

 Product and product description are given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 
Characteristic resistance to tension load  
(static and quasi-static loading) 

See Annex B4, C1 and C2 

Characteristic resistance to shear load  
(static and quasi-static loading) 

See Annex C1 and C2 

Displacements (static and quasi-static loading) See Annex C5 
Characteristic resistance and displacements for seismic 
performance categorie C1 

See Annex C3  

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 
Reaction to fire Class A1 
Resistance to fire See Annex C4 

3.3 Aspects of durability linked with the Basic Works Requirements 

Essential characteristic Performance 
Durability See Annex B1 



  

 

European Technical Assessment 
ETA-22/0440 
English translation prepared by DIBt 

 
Page 4 of 19 | 9 November 2022 

Z68056.22 8.06.01-152/22 

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with European Assessment Document EAD No. 330232-01-0601 the applicable 
European legal act is: [96/582/EC]. 

 The system to be applied is: 1 

5 Technical details necessary for the implementation of the AVCP system, as provided for 
in the applicable European Assessment Document 

Technical details necessary for the implementation of the AVCP system are laid down in the 
control plan deposited at Deutsches Institut für Bautechnik.  
 
 

Issued in Berlin on 9 November 2022 by Deutsches Institut für Bautechnik 

Dipl.-Ing. Beatrix Wittstock beglaubigt: 
Head of Section Tempel 
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