
Area of Application
ESSVE Steel anchor is designed for installa-
tion in all types of board materials.

Description
The steel anchor is available in three variants 
as standard, two with screws and one with a 
hook. All screw heads are fitted with

combi-cross and support 5-35 mm board 
thickness. Screw and boom are made of 
bright zinc plated steel and the hook is made 
of chrome-plated steel.

Installation

Specification

Steel anchor, bright zinc plated
Small package

Bulk packages

Installation instruction

1. Drill the hole. Take it 
easy so as not to da-
mage the drywall on 
the back/around the 
exit hole. The drill dia-
meter is selected ac-
cording to Technical 
data.

2. Before the Steel an-
chor is pressed into the 
drill hole, fold over the 
toggle disc so that it is 
positioned parallel to the 
screw. This is done by 
locking the toggle disc’s 
prong in the guide groove 
at the rear of the disc 
which comes on the out-
side of the wall.

3. When the Steel anchor 
is in position in the drill 
hole, push the screw so 
that the toggle disc loo-
sens from the guide groo-
ve and “folds out" on the 
rear of the wall.

4. Unscrew the screw. 
Hang up the object and 
screw up the object so 
that the toggle disc locks 
the installation. The in-
stallation is finished.

Material Steel
Surface finish Bright zinc plated

<FEL/>

Item no.

Designation
Drill
mm

Qty/
pack.

Pack./
large
pack.

511631 TPP 10×M4S (screw) 10 2 10
511633 TPP 10×M4K (hook) 10 2 10
511635 TPP 13×M5S (screw) 13 2 10

Item no.
Designation Drill

mm
Qty/

pack.
Item
code

1200023 TPP 10×M4S 10 1500 B
1200221 TPP 10×M4K 10 1000 B
1200412 TPP 13×M5S 13 1500 B
B = Order item

Item 
no.

Designation Screw Ø x length 
mm

Suitable board thick-
ness
mm

Max. object thickness for board thick-
ness

13 mm 2x13 mm
51163
1

TPP 
10×M4S

M4×55 9-30 37 24

51163
3

TPP 
10×M4K

M4×50 (hook) 10-26

51163
5

TPP 
13×M5S

M5×65 9-35 47 34
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Practical load capacity

Designation
mm

Drywall thickness
mm

Tensile load (N)
kg

Shear load (V)
kg

TPP 10×M4S 13 20 35
TPP 10×M4S 2×13 30 55
TPP 10×M4K 13 20 35
TPP 10×M4K 2×13 30 55
TPP 13×M5S 13 25 45
TPP 13×M5S 2×13 45 65
Safety factor: 3.0
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